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Fountain Pen
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First, remove the cap and barrel.
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Cartridge ink for fountain pen
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Leave the nib facing up and insert the cartridge ink by slowly rotating it until the

stainless ball falls inside the ink. When removing the cartridge, unscrew the barrel

slowly and carefully remove the cartridge with the nib facing upwards.
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1. Insert the converter with the nib facing upwards.
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2. Twist the converter knob counterclockwise.
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3. Dip the nib into the ink and twist the knob clockwise to
draw ink into the pen. Use a soft cloth to absorb any excess
ink from the nib.
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For Procyon (PNS-5000), submerge the ink up to the breather hole to draw ink.
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Push the push button with the pen tip facing down to extend the lead.
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Push the cap with the pen tip facing down to extend the lead.
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Twist the cap in the direction of the arrow to extend the lead.
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Push the push button until the tip appears and locks in place.
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Remove the cap when using the pen.
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The pen tip appears by turning the cap in the direction of the arrow.
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Push the cap until the tip appears and locks in place.
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@Do not use for purposes other than writing.

@Accidental ingestion of cap etc. may cause danger of suffocation.

@Keep out of children’s reach.

@In case of ingestion of ink for fountain pen, brush pen or marking pen, drink water and consult a doctor.

@Avoid writing when the pen tip is pointed upwards when using a ballpoint pen. Otherwise, it may cause the ink to leak.
@Do not drop or shake fountain pen, ballpoint pen, brush pen and marking pen strongly as ink may leak from the pen.
@Be sure to keep the cap on except when writing. Otherwise, it may cause ink to come off on clothing, etc.
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About Handling Writing Instruments

@Fountain pens, mechanical pencils, ballpoint pens and water-based ballpoint pens are delicate writing instruments. Dropping them against a hard
surface or unreasonable use may cause damage and failure.

@In case the cap or barrel is stained, use a dry soft cloth to wipe off. Avoid using wet cloth, metal polish and chemicals.

@Do not apply undue pressure to a fountain pen nib as it may lead to the nib being bent, resulting in a poor ink flow. Wash the pen nib with water or
lukewarm water once every three months.

@Use only Platinum Pen cartridge inks and pencil leads as replacements.

@Water-based ballpoint pens and marking pens may not write well when left unused for a long time.
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Thank you for purchasing Platinum Pen’s product.

We strive to deliver quality products to satisfy our customers by leveraging our long tradition,
new technologies and strict quality management. However, should you notice any errors or other problems,

please contact the store you purchased the product, department stores,
Platinum Pen'’s distributors nationwide or our headquarters.
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